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Gal-Plus Bollards
Heavy Duty Steel with Skinz

For around the same price as standard powder coated 
bollards, you can now have our heavy duty hot dip 
galvanised Gal-Plus bollards.
Gal-Plus bollards are fitted with Skinz polyethylene 
sleeves, ensuring you will never have to bother with 
painting over rust again. 
Gal-Plus bollards fitted with Skinz are ideal for 
congested car parks as they can reduce the impact 
damage caused to vehicles when they come into 
contact with bollards. Likewise in shopping centres, 
maintenance to damaged bollards caused by shopping 
trolleys can be virtually eliminated. 

Learn more about our Skinz polyethylene sleeves on 
pages 6-7.

Reflective 
tape kits 
(optional)

Yellow Skinz supplied as 
standard on Gal-Plus. 
Other colours available 
on request (minimum 

quantities apply).

STyLe PART No. A* B C D e F Kgs FINISH

1 C90SM-SKZy 90 1000 – 5 225 6 11.3 HDG+PS

2 C90BG-SKZy 90 1000 380 5 – – 13.5 HDG+PS

1 C140SM-SKZy 140 1200 – 5 300 10 25.4 HDG+PS

2 C140BG-SKZy 140 1200 500 5 – – 29.7 HDG+PS

1 C165SM-SKZy 165 1300 – 5 350 10 34.7 HDG+PS

2 C165BG-SKZy 165 1300 650 5 – – 40.5 HDG+PS

1 C220SM-SKZy 220 1300 – 6.4 400 12 49.2 HDG+PS

2 C220BG-SKZy 220 1300 650 6.4 – – 66.9 HDG+PS

+ KITRT25-R Reflective tape kit to suit SKZ105 – 25mm Red

+ KITRT50-R Reflective tape kit to suit SKZ145 & SKZ175 – 50mm Red

+ KITRT75-R Reflective tape kit to suit SKZ225 – 75mm Red

Note: All dimensions in mm – (A) Bollard diameter,  (B) Height above ground,  (C) Depth  
below ground,  (D) Wall thickness (+Skinz 3mm),  (e) Base plate diameter, (F) Base 
plate thickness.  Finish: Hot Dip Galvanised (HDG) and Polyethylene Skinz (PS). 
*Refers to the diameter of the actual bollard. Skinz sleeve may add up to 20mm in dia.


